








Safety

Install Fan Guards

Rotating cooling system fans can cause serious injury.

Keep fan guards in place at all times during engine
operation. Wear close fitting clothes. Stop the engine and
be sure fan is stopped before making adjustments or
connections, or cleaning near the front of the engine.
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Avoid Hot Parts

Avoid skin contact with exhaust manifolds, turbochargers
and mufflers. Keep flammable materials clear of the
turbocharger.

External dry exhaust parts become very hot during
operation. Turbochargers and exhaust manifolds may
reach temperatures as high as 600°C (1112°F) under full
load. This may ignite paper, cloth or wooden materials.
Parts on engines that have been at full load and reduced
to no load idle will maintain approximately 150°C (302°F).
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Prevent Battery Explosions

Keep sparks, lighted matches, and open flame away from
the top of battery. Battery gas can explode.

Never check battery charge by placing a metal object
across the posts. Use a volt-meter or hydrometer.

Do not charge a frozen battery; it may explode. Warm
battery to 16°C (60°F).
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Safety

Handling Batteries Safely

CAUTION: Battery gas can explode. Keep
sparks and flames away from batteries. Use a
flashlight to check battery electrolyte level.

Never check battery charge by placing a metal
object across the posts. Use a voltmeter or
hydrometer.

Always remove grounded (—) battery clamp
first and replace it last.

A CAUTION: Sulfuric acid in battery electrolyte is
poisonous. It is strong enough to burn skin, eat
holes in clothing, and cause blindness if
splashed into eyes.

Avoid the hazard by:

1. Filling batteries in a well-ventilated area.

2. Wearing eye protection and rubber gloves.

3. Avoiding breathing fumes when electrolyte is
added.

4. Avoiding spilling or dripping electrolyte.

5. Using proper jump start procedure.

If you spill acid on yourself:

1. Flush your skin with water.

2. Apply baking soda or lime to help neutralize
the acid.

3. Flush your eyes with water for 15—30
minutes. Get medical attention immediately.

If acid is swallowed:

1. Do not induce vomiting.

2. Drink large amounts of water or milk, but do
not exceed 2 L (2 qt.).

3. Get medical attention immediately.

WARNING: Battery posts, terminals, and related
accessories contain lead and lead compounds, chemicals
known to the State of California to cause cancer and
reproductive harm. Wash hands after handling.

Explosion

Acid
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Safety

Dispose of Waste Properly

Improperly disposing of waste can threaten the
environment and ecology. Potentially harmful waste used
with John Deere equipment include such items as oil, fuel,
coolant, brake fluid, filters, and batteries.

Use leakproof containers when draining fluids. Do not use
food or beverage containers that may mislead someone
into drinking from them.

Do not pour waste onto the ground, down a drain, or into
any water source.

Air conditioning refrigerants escaping into the air can
damage the Earth’s atmosphere. Government regulations
may require a certified air conditioning service center to
recover and recycle used air conditioning refrigerants.

Inquire on the proper way to recycle or dispose of waste
from your local environmental or recycling center, or from
your John Deere dealer.
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